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2. The installation of the paper roll

The printer uses a thermal label paper and adapt for easy paper loading. So, the
paper is very convenient to install. It also supports various paper specifications for
printing.

Thermal paper installation method is as follows

(1) Open the printer’s top cover.

(2) Adjust the guide space according to paper size.

(3) Insert the thermal paper into the paper guide.

(4) Pull out a little portion of the paper from the printer and close the top cover.

Roll paper loading
method

Stacked paper loading
method
4

Notes on safety

This section presents important information intended to ensure safety

and effective use of the printer. Please read carefully.

Notes on safety

A Besuretouse the specified battery and power source provided by our company.
Connection to an improper power source may cause fire , explosion or damage to
the printer.

A Piease don't open the paper room cover when it s printing or just when printing

is over, do not touch the print head with hand or body, overheat may cause scald.

Notes:

1. Do not store the printer in hot and humid area.

2. The printer's adapter needs a stable power 110~220 Volts. Please do not use
other devices on the same power socket, to avoid voltage fluctuations.

3. Avoid water or conductive material (for example: metal). If water is present on the
surface please turn off the power immediately.

4. Please ensure that a paper roll is always inserted in the printer to avoid damaging
the printing roller and the printer head.

5. Please ensure that your printer is serviced and repaired by a qualified technician.
No responsibility is taken for misuse and/or non-qualified servicing.

6. In order to ensure print quality and longevity of your printer, please ensure that
only good quality paper rolls are used.

7. Please keep this manual in a safe place, where it can be accessed easily and used

for your reference.

Instruction of LED and Buttons :

ERROR (RED light) POWER (BLUE light) PRINTERSTATUS

OFF OFF PRINTER OFF

OFF OFF/DISPLAYON PRINTERIS ON ANDHAVEPAPER
Flash OFF/DISPLAYON PRINTERIS ON ANDNO PAPER

Press the power button about 38

Printer power ON/OFF

When printer power on, press the FEED button

Paper out / Label positioning detection

Hold down the FEED button in the shutdown state, and then press and
hold the POWERbutton to power on, when you see the ‘ERROR’ Red
rightis ON, then release the FEED button.

Printerselftestpage

Hold down the FEED button in the shutdown state, and then press and
hold the POWERbutton to power on, when you see the ‘ERROR "Red
right is ON and OFF, then release the FEED button.

HEX mode (press FEED button two times
o exit HEX mode)

Hold down the FEED button in the shutdown state, and then press and
hold the POWERbutton to power on, when you see the ‘ERROR "Red
right is ON-OFF-ON then release the FEED button.

Switch the commandbetween TSPL,CPCL
and ESC/POS

3. Printer Driver Installation

Note: A printing software is required to be used with this driver
Please download the printer driver from http://www.cnfujun.com/d/39

then install it as below:

You can also check the video of "How to install the label printer Driver”

1. The label printer driver is beginning to be installed.The fist step are as below:

A Note: Interfaces varies by customer choice, the interface
shown below is for reference only.

1.Appearance

P! User Account Centrol

Program name:
Publisher:
File origin:

~) Show details

@ Do you want to allow the following program from an
# unknown publisher to make changes to this computer?

==

Label Printer Driver Setup_Verl 23.180313.exe
Unknown
Hard dirive on this computer

feed button
status light

power light

Size: 226*180*147mm
Weight: 1200g

Size: 180*115*107mm
Weight: 860g

4. If Label printer driver installation is successful, it will automatically pop up printer
properties interface as shown below:

Geverl | Snong | s | Adranoed | Gl irwgoment | Secsy | Do Setgs | Aot

Change when these notifications appear

2. Please read the related terms carefully,and install it as agreement as below, then click
“Next”

System Version
s 3280 anit
Printer Seting
Madel: Label Printer ~ 1 Defsult Printer

Driver Name:  LABEL

Pon fusson] - Get U Port

COMM Setting

Baudeate: 115200 Party:  |NONE
Datafiits: | StopBitz: ||
Flaw Cantral: NONE

‘

3. If the printer is USB interface , click the "Get USB Port" to automatically identify the USB port,
other interfaces, click "Install Driver"
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Speedt Unknawn

Masimum resolution: 203 dpi

Location:

Commt  LABEL

Mot LaBEL
Festures
Color: Mo Paper availsble:
Deuble-sitect No Tirmm x 100mem
Staple No

Preferences. Frint Test Page

o] Comes ]

Click "Print Test Page", if the printer prints a normal page, it indicates that the installation

was successful.

Note: If the printer prompts "Printing Error", retumn to the "Port" option, select USB0001, or
USB002, or USB003... and test it again.

5. How to use the LAN port of printer

Getthe local IP address from Self-test page. The method of printing Self-test page:

Hold down the FEED button in the shutdown state, and then press and hold the POWER
button to power on, when you see the “ERROR” Red right is ON, then release the FEED
button. You can get the IP address from the self-test page(Default IP address:192.168.1.100)



3.1 Open the printer properties interface and select "port", as shown in the figure below: 3.2 Select "Next', show as below: 3.3 Select Standard “Generic Nextwork Card” and Next: 3.4 After “Finish”, and then click “ Apply”:

Select “Add Port”, as shown below: Add Standard TCP/IP Printer Port Wizard
Welcome to the Add Standard Addtional port information required = LABEL Properties *
TCP/IP Printer Port Wizard The device coud not be identiied.

Genesal  Shaing Pots  Advanced Color Management Secuity Device Settings  About
- This wizard helps you add a port for a network printer.
General  Sharing Advanced Color Management Security Device Setings  About The device is not found on the network. Be sure that.

Before continuing be sure that -

1. The device is fumed on. 1. The device is tumed on B e
= LABEL 2. The network is connected and configured. 2. The network is connected.
3. The device is property configured
Printer Ports X 4, The sddress an the previous page is correct
. - e N . Print to the following pert(s). Decuments will print to the first free
X ‘you think the address i not corect, cick Back 1o return to the previous page. Then correct the '
Brint to the followiy *~v@lable port types: address and perform another search on the network, If you are sure the addres is correct, select the checked port.
) device type below
checked port. Enrolinr Writer Port pe Description Printer -
acal Port evice Type
Port Des{ | Nitro PDF Port M ©Standaid | Generic Network Card ~ Ll
O LeT:  Custorn
LPT2: To continue, click Next, B
E pTa [ pdfcmon PDFCreator printer port
" Back Gancel [ Nitro PDF Port: Local Port
[ comz - e foreel ORr Local Port
ocal Por
[0 COM3:  Seri New Port Type... Cancel - — = - ¥
[0 com:  Seri Add Standard TCP/IP Printer Port Wizard Add Standard TCP/IP Printer Port Wizard
[0 coM3:  Serial Port Add port Add Port... Delete Port Configure Port...
For which device do you wart to add a port? Completing the Add Standard TCP/IP
Add Port Delete Port Configure Port... Printer Port Wizard Enable bidirectional support
Enter the Printer Name or IP address, and a port name for the desired device. > .
You have selected a port with the following characteristics. [[1Enable printer pocling
Enable s
[JEnable printer pooling pineramear P Aderess [z | ] s No
Device: 192.168.1.100
Port Name: 192.168.1.100_1
Adapter Type: Generic Network Card
Close
0K Cancel PP
To complete this wizard, click Finish.
<Back Cancel < Back Cancel
8 9 10 11
If the printer prints a normal page, that means the LAN port can be used normally. 5.2 If the connected device is 10S system, please go to App Store 7. Label Calibration and Exception Handling Methods

Note: if you need to modify the printer IP, please find the “Printer Tools™ "Printer setting tool" to download the app “Zlabel " or scan the below QR code:

3.5 You can click the “ Print Test Page "to have a test : (PS:The methods are only for the PCB Version Il and later versions.)

to setup; Ifitis a WIFl interface, you can use "WIFI setting tools" for relevant Settings.

P> Label Calibration Processing :
o LABEL Properties o s . ]

Label Editing Software For Window. m includi §
General |Shanng | Ports | Advanced | Color Management | Securty | Device Setings | About 4. 9 o dows syste For newly assembled products (including replace the reflector tubes or upgrade
. ) procedures ), or skip the paper when changed the different size of papers, or continuous printing
Click the link to download the software: http://www.cnfujun.com/d/39 , d nev h - should be do th X L are as follows -
- e - - - - and never stop , the printer should be do the calibration, the method are as follows :
sl then find the Label Editing Software (For Windows) and install it. Put the paper into the printer and power on the printer, when the power light is on, press

You can also check the video of “How to use Windows Label Editing Software” and hold the “FEED” button for 5-6 seconds. till to the led light flashes and the buzzer

beeps . then release the button. After that, restart the printer and test.

Location:
Comment  LABEL 5. Label Editing Software For Android&10S systems
Note: The calibration operation may result in different calibration values due to different paper
D> Please make sure the printer can be supported Bluetooth connected. 108 editing software specifications. The calibration operation can be done according to different phenomena.
5-11fth icei i P> If the following ph fter calibration:
: e connected device is Android system, please go to Google Pla " e followin enomena occur after calibration:
Maels L > 4 P 9 N y 6.How to clean the printer head ap
Features store to download the app “Print Label” or scan the below QR code :
Color: No Paper available; Printer Cleaning: 1) With paper, but the printer reports error :
Double-sided: No N When this happens, take away the paper, power on the printer and wait for the red light
uble-sid ) ) " )
2mm ¢ 100mm \When the prinfer has the following conditions, you shouid dlean the printer head: to flash, then press and hold the 'FEED" button, let go when the red light flashes and the buzzer
Staple: No

1.The printer does ot print clearty and the thermal paper is Ok. beeps, wait 2 seconds, then restart the printer and have a test.
Speed: Unknown 2.The printer Print pages lengthways is not clear
2) Without paper, but the printer don’ treporterror :

When this happens, take away the paper, power on the printer and press and hold the

Maximum resolution: 203 dpi 3.Its getting too noisy while feeding paper or printing.

Printer head cleaning steps are as follows: N
'FEED' button for 8-10 seconds, till to the red light flashes and the buzzer beeps in two times, then

Preferences... 1. Power off the printer and open the paper room cover. Remove the thermal paper roll. . N
2. If the printer just finished printing , please wait for the print head to cool down release the button, after that, restart the printer and have a test. (note: the red light flashing and
e 3. With a soft cotton cloth dipped in ethanol (please make sure there is no dripping), wipe buzzer beep in the first time is the label calibration, the red light flashing and buzzer beep in the
[ox ][ conce the thermal printer head gently and remove any dust or stains. second time is the paper out voltage calibration, the flashing frequency is different).
4. Wait for the complete evaporation of any ethanol, then place the thermal paper roll back
. in the printer and close the paper room cover, then print a test page , i . o
P rin t L a b e I Notes : Special noted : if the issue is still not solved after do the
Android editing software 1-When the printer maintenance must ensure that the power is shut down calibration, need to replace the reflector tube.

2.Hands or other metal tools away from the surface of the printer head,donotuse tweezers
to scratch the surface of the printer head and other sensitive parts.
3.Do not use gasoline,acetone and other organic solvents for printer head cleaning.
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